Please replace the paragraph beginning at page 12, line 3 with the following rewritten 
paragraph: 

- An apparatus for indicating an ice fishing tip-up strike or marking trails in low Ught 



conditions by a flashing light source located at the extreme end of apparatus includes a tilt switch 
to determine whether flag arm is in horizontal or vertical position. A reflective enclosure of the 
tilt switch/flashing light source is used to protect the electrical connections of conductors, tilt 


switch and flashing light source. Conductors connect the power source via a jack/socket junction 
to apply and disconnect power from the flashing light source. The apparatus is attached to a flag 
arm of existing known fishing devices. — 


In the Claims 


Please cancel claims 1 through 4. 
Please add the following new claims: 


^ 0\ ^ 5 . (new) An ice fishiijfg tip-up display to be used with an ice fishing tip-up 
assembly having a flag arm assembly and a base assembly comprising: 

a flashing l|ght^^lJ^e adapted to be removably attached to a flag end of 
the tip-up flag arm assemc 

a power sgu^e generally at the base assembly to supply power to the 
flashing light source; 

a reflectijl^e enclosure to house the flashing light source; and 
a tilt switch to activate the flashing light source when the flag assembly is 
in a generally verticalmosition and deactivate the flashing light source when the flag 
assembly is generally in the horizontal position. 



AMENDMENT- Page 5 


